
Drones ULM & aviation 
légère

Range extender ou 
APU aéronautique

▪ Masse de 55 kg pour le moteur équipé / 
30% plus léger que ses concurrents

▪ Le meilleur rapport poids-puissance du marché, 
0,33 kg / kW (contre 0,7 kg / kW pour son plus proche 
concurrent)

▪ Une puissance entre 70 et 150 kW 
selon les versions 

léger & puissant pour l’aéronautique 

▪ Moteur 4 temps, 3 cylindres, turbocompressé, entièrement taillé masse

▪ Optimisation globale des composants

▪ Une économie de carburant de 15% par rapport à ses concurrents

▪ Une compatibilité totale avec les carburants bas carbone 
(bioéthanol, H2, bioGNV, e-Fuels, B100, HVO, etc.)

pour minimiser la consommation de carburant 
& réduire les émissions de CO2

Applications



Moteur 3 cylindres en ligne, 4 temps taillé dans la masse

Énergie Essence RON 95 minimum, biocarburants (bioéthanol, 
B100, etc,), bioGNV, H2, e-Fuels, HVO

Suralimentation Par turbocompresseur

Distribution Entraînement par chaîne, double arbre à cames  
à linguets, 4 soupapes par cylindre

Cylindrée 750 cm3

Puissance maximale 150 kW @ 6750 tr/min

Couple maximal 215 N.m @ 5750 tr/min

Alimentation Injection indirecte double allumage 

Lubrification Carter humide (carter sec en option)

Refroidissement Liquide avec échangeur eau/air + huile/air

Consommation 230 g/kWh (essence RON 95)

TBO 1000 h

Masse 55 kg
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Drones ULM & light 
aviation

Range extender or 
aeronautical APU

▪ Mass of 55 kg for the equipped engine / 
30% lighter than its competitors

▪ The best power-to-weight ratio on the market: 
0.33 kg/kW (compared to 0.7 kg/kW 
for its closest competitor)

▪ Power range between 70 and 150 kW 
depending on the versions

for aerospace applications

▪ 4-stroke, 3-cylinder, turbocharged engine, fully mass-optimized

▪ Comprehensive components optimization

▪ 15% fuel savings compared to competitors

▪ Full compatibility with low-carbon fuels 
(bioethanol, H2, bio-CNG, e-Fuels, B100, HVO, etc.)

to minimize fuel consumption
and reduce CO2 emissions

Applications



Engine Inline 3-cylinder, 4-stroke, fully mass-optimized

Energy
Minimum RON 95 gasoline, biofuels (bioethanol, B100, etc.), 
bio-CNG, H2, e-Fuels, HVO

Forced induction By turbocharger

Valve timing
Timing chain, dual camshafts with roller lifters, 4 valves 
per cylinder

Engine displacement 750 cm3

Maximum power 150 kW @ 6750 rpm

Maximum torque 215 N.m @ 5750 rpm

Fuel supply Dual ignition indirect injection

Lubrication Wet sump (dry sump optional)

Cooling Liquid cooling with water/air and oil/air heat exchangers

Consumption 230 g/kWh (RON 95 gasoline)

TBO 1000 h 

Mass 55 kg
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